
295

1
3
0
0

0

0

2
9
0

3
7
0

2
3
0
0

2
4
1
0

6
9
0

2
3
4
0

363

00

764

1235

1591

1788

1229

1571

1953

1
0
0 0

3
3

1
1
8
7

1
2
2
0

1
3
2
0

2
5
0

8
4
0

1350

Size

7

8

ConnectionsNo

2

6

5

4

3

1

9

Power box

Control panel

1435 (W)

2
1
1
5
 
(
H
)

8

9

Tube removal

code

1.Dimensions L,W,H are for standard machine. The dimensions are changed by parts added. DIMENSIONS

φ35(hole)

φ53(hole)

For Signal wire

For Power supply

2 1/2 inch

2 1/2 inch

4 inch

4 inch

2 1/2 inch

HOW in

COW out

COW in

CHW out

CHW in

2 1/2 inchHOW out

TSA-16LJ-03E

Rupture disc 2 inch

model

2.    indicated the position of anchor bolts.

4.Mating flange of all external water piping are not provied. Please prepare them at site. 

3.Clearance space must be saved either side of the chiller.

5.Installation clearance : longitudinal distance = 1m , top = 0.2m , others = 0.8m
LJ-006-306-00-1

NOTE

Connections are used DIN 10 flange.
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Tube removal

2450 (L)


